DEPARTMENT OF DEVELOPMENTAL SERVICES
NORTH REGION
INVITATION TO BID

PROJECT # AND PROJECT TITLE
DDS-1003
318 Mountain Road, Newington — Flooring Project

MANDATORY PRE-BID MEETING TO BE HELD ON:
February 9, 2010 @ 10:00AM
Please call 860-263-2550 to pre-register for sitésit

PRE-BID MEETING TO BE HELD AT .
318 Mountain Road, Newington

REQUESTS FOR CLARIFICATION, QUESTIONS CONCERNING SC OPE OF
WORK ARE DUE TO THE BUSINESS OFFICE REPRESENTATIVE’ SEMAIL

BY. February 19, 2010 by 1:00 PM

PRODUCT APPROVED EQUALS - SPECIFICATIONS AND SAMPLES
MUST BE SUBMITTED TO THE BUSINESS OFFICE REPRESENTATIVE
BY: February 19, 2010 by 1:00PM

CLARIFICATION AND ANSWERS TO QUESTIONS WILL BE POST ED ON
THE DAS WEB PORTAL BY: February 23, 2010 by 4:00 PM

BID OPENING DATE AND TIME:
March 4, 2010 @ 2:00 PM

DDS FACILITY REPRESENTATIVE:
John Massicotte, PFE
860-263-2486

DDS BUSINESS OFFICE REPRESENTATIVE:
Tina Jordan, FAO
DDS North Region, 155 Founders Plaza
255 Pitkin Street
East Hartford, CT 06108
PH: (860)263-2550 Fax: (860) 263-2525
Email: tina.jordan@ct.gov

All bids will be received at the date, time, andqa (Business Office) specified and thereafteripliybl
opened and read aloud. The Department of Develo@ih®arvices is an Equal Employment/Affirmative
Action Organization and will not knowingly do buess with an organization/contractor that is orteen
found to discriminate.
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BIDDING REQUIREMENTS - INSTRUCTIONS TO
BIDDERS

** Failure to complete and submit any of the required forms, documents, minformation will result in
rejection of your bid. Should this occur, your bidwill be deemed non-responsive and disqualified. @5
reserves the right to not award this contract in wiole or in part. Conditional bids will also be diswalified.

A conditional bid is defined as one limiting or nodifying any of the terms and conditions and/or
specifications.

Forms REQUIRED to be submitted AT BID OPENING WITH all
bids

** BID FORM ((2 pages, (attached))

REQUIRED bond or check to be submitted AT BID OPENNG
WITH bids equal to or greater than $10,000

** BID BOND OR CERTIFIED CHECK per section IB. 1.11

Additional forms REQUIRED to be submitted WITH all bids equal
to or greater than $100,000

** CONTRACTORS WAGE CERTIFICATION FORM (Dept. of lor prevailing wage
requirements)per section IB 1.1Q1 page, attached))

The following forms / documents are required to besubmitted after bid opening, by lowest bidder only,
before Purchase Order can be issued. These formaust be submitted either along with your bid, or,
within 5 business days of being informed you arene lowest bidder. If not received within 5 busines
days, your bid may be deemed non-responsive and még disqualified. It is strongly encouraged to
submit these forms / documents, along with your bidto administratively accelerate the issuance of a
Purchase Order.

BIDDER CONTRACT COMPLIANCE MONITORING REPORT2 pages, attached))

PROOF OF INSURANCE per section IB. 1.12

PROOF OF REQUIRED CERTIFICATIONS AND TRADE LICIENGE

GIFT AND CAMPAIGN CONTRIBUTION CERTIFICATION((1 page, attached)) (Required if this bid exceeds

$50,000, or, if this bid causes the sum total afryarevious contracts with DDS, in a calendar scdi year, to exceed $50,000).

PRE-BID REPRESENTATIVE FORM1 page, attached))

EXPERIENCE, REFERENCES, & SUB-CONTRACTORS FORM gélge, attached))
PERFORMANCE, LABOR, & MATERIAL BONDS (Required fgrojects equal to or greater than
$50,000)Note: this form not required or suggested to Heitted with bid, but is required before issuant@0).

PROOF OF COMPLETION OF THE 10-HOUR OSHA CONSTRUCNGAFETY AND

HEALTH COURSE - PER Public Act No. 06-175 (Reqdifer projects equal to or greater than
$100,000)




BID FORM (page 1 of 2)

TO: Tina Jordan, FAO
Department of Developmental Services-North Region
155 Founders Plaza, 255 Pitkin Street
East Hartford, CT 06108

FOR: Project #: DDS-1003
Project Title: Flooring Project
Location: 318 Mountain Road, Newington, CT

FROM: (Company Name)
In compliance with the Instruction to Bidders & @trons of Bid (section 1.B. 1.09), and subjeciatb
conditions thereof, the undersigned offers andexgte furnish all labor and materials and to comepheork
called for by the project’s technical specificagomithin the allotted time df90 ) calendar daydor the
Lump Sum of:

BASE BID:
WORDS:

DOLLARS Figures: ($ )-

NOTE: A bid surety of not less than 10% of base bid ama@s required to accompany bid in the form of a
bond or certified check made out to the “Comptradiethe State of Connecticut” if base bid exceeds
$10,000. Failure to provide this bid surety wasult indisqualification of this bid.




BID FORM (page 2 of 2)

The General Contractor on this project will be ieggito perform not less thgdr50% ) of the completed
dollar value of the work with its own forces.

| (we), the undersigned, hereby declare that haengre) the only person(s) interested in this Bidiat it

is made without any connection with any other persaking any bid for the same work: that no person
acting for, or employed by, the State of Connettigulirectly or indirectly interested in this biak, in

any contract which may be made under it, or in etggeprofits to arise there from; that this bidiade
without directly or indirectly influencing or attgyting to influence any other person or corporatmipid

or to refrain from bidding or to influence the amoof the bid of any other person or corporatidwat t
this bid is made in good faith without collusioncmnnection with any other person bidding for éuime
work; and that this bid is made with distinct refece and relation to the plans and specifications
prepared for this contract.

| (we) further declare that in regard to the cands affecting the work to be done
and the labor and materials needed, this bid isdaslely on my (our) own investigation and researc
and not in reliance upon any representations oeamyloyee, officer or agent of the State.

| have carefully read, understand and will compithvall of the above Project Terms and Conditions,

Security Regulations and Scope of Work. | haveixed and incorporated all Addendums (if any)
posted on the DAS Web Portal and have incorportégesk within the bid.

Contractor Owner/Officer Date:

Title

Company Name

Address

City, State Zip

Phone # Fax # FEIN#

Email Address:

Signature:

Contractor Owner/Officer

Subscribed and sworn to before me this day of ,20

Notary Public
** END OF SECTION - BID FORM **
5



PRE-BID REPRESENTATIVE FORM

repaessented at the pre-bid meeting

(Company Name)

held on by
(date of meeting) (name of regmetative)

and, therefore, we are fully responsible for dibrmation, site conditions, and other items disedsat the
meeting.

Signature

Title

Date



EXPERIENCE, REFERENCES, & SUB-CONTRACTORS FORM

EXPERIENCE / REFERENCES

** Reference IB 1.06 (Contractor Qualification Re@gunent)
List similar type installations/projects completadhe last 18 months (at least 2).

Customer Name (Company) Contact Person Phone # Acess of Job  Type of Work
Performed

1.

2.

3.

Sub-Contractors

List Sub-Contractors to be used on this project.

Sub-Contractor’'s Contact Person Phone # % of Wt by ~ Type of Work to be
Company Name Sub-Contractor Performed
(Maximum 50%)




COMMISSION ON HUMAN RIGHTS AND OPPORTUNITIES

CONTRACT COMPLIANCE REGULATIONS

NOTIFICATION TO BIDDERS
(Revised 09/17/07)

The contract to be awarded is subject to cont@uiptiance requirements mandated by Sections 4adéb0a60a of
the Connecticut General Statutes; and, when thedinggagency is the State, Sections 46a-71(d) &aeB4.i(d) of
the Connecticut General Statutes. There are Gattanpliance Regulations codified at Section 4828 through
43 of the Regulations of Connecticut State Ageneitéch establish a procedure for awarding all caxts covered
by Sections 4a-60 and 46a-71(d) of the ConnecBeauteral Statutes.

According to Section 46a-68j-30(9) of the Contr&mpliance Regulations, every agency awarding &racin
subject to the contract compliance requirementsamasgbligation to “aggressively solicit the paiaiion of
legitimate minority business enterprises as bidaergtractors, subcontractors and suppliers ofnatge “Minority
business enterprise” is defined in Section 4a-@d@®TConnecticut General Statutes as a businesgnlidty-one
percent or more of the capital stock, or assetsigeio a person or persons: “(1) Who are actidily affairs of the
enterprise; (2) who have the power to direct theagament and policies of the enterprise; and (8)ar members
of a minority, as such term is defined in subsecta of Section 32-9n.” “Minority” groups are dtefd in Section
32-9n of the Connecticut General Statutes as “([@g¢lBAmericans . . . (2) Hispanic Americans .3).gersons who
have origins in the Iberian Peninsula . . . (4)Wome . (5) Asian Pacific Americans and Pacifiatalers; (6)
American Indians . . .” An individual with a dighty is also a minority business enterprise asvted by Section
4a-60g of the Connecticut General Statutes. Theeabefinitions apply to the contract complianagieements by
virtue of Section 46a-68j-21(11) of the Contrach@diance Regulations.

The awarding agency will consider the followingttas when reviewing the bidder’s qualifications andhe
contract compliance requirements:

(a) the bidder’s success in implementing an affirmasggon plan;

(b) the bidder’s success in developing an apprentipgstigram complying with Sections 46a-68-1 to
46a-68-17 of the Administrative Regulations of @ecticut State Agencies, inclusive;

(c) the bidder’s promise to develop and implement aessful affirmative action plan;

(d) the bidder’'s submission of employment statistmstained in the “Employment Information Form”,
indicating that the composition of its workforceaisor near parity when compared to the racial and
sexual composition of the workforce in the relevabor market area; and

(e) the bidder’s promise to set aside a portion ofcir@ract for legitimate minority
business enterprises. Sgection 46a-68j-30(10)(E) of the Contract Comp@Regulations.

INSTRUCTIONS AND OTHER INFORMATION

The following BIDDER CONTRACT COMPLIANCE MONITORINGREPORTmust be completed in full, signed, and submitted
with the bid for this contract. The contract awagdagency and the Commission on Human Rights aqb@mities will use the
information contained thereon to determine the diddompliance to Sections 4a-60 and 4a-60a CONENL.GTAT., and Sections
46a-68j-23 of the Regulations of Connecticut Sfegencies regarding equal employment opportunity, e bidders good faith
efforts to include minority business enterpriseswscontractors and suppliers for the work of iretract.

1) Definition of Small Contractor

Section 4a-60g CONN. GEN. STAT. defines a smalltamtor as a company that has been doing businedsr uhe same

management and control and has maintained itsipaihglace of business in Connecticut for a one peeiod immediately prior to its

application for certification under this sectiomdhgross revenues not exceeding ten million doillatise most recently completed
fiscal year, and at least fifty-one percent ofaleership of which is held by a person or persoms are active in the daily affairs of
the company, and have the power to direct the neaneagt and policies of the company, except than@radit corporation shall be

construed to be a small contractor if such nonpeofiporation meets the requirements of subparagré) and (B) of subdivision

4a-60g CONN. GEN. STAT.



2)

Description of Job Categories (as used in RaBitlder Employment Information)

MANAGEMENT: Managers plan, organize, direct, aInBUILDING AND GROUNDS CLEANING AND

control the major functions of an organization tigb
subordinates who are at the managerial or supeyw
level. They make policy decisions and set objestioe
the company or departments. They are not ust
directly involved in production or providing sereg
Examples include top executives, public relati
managers, managers of operations specialties (@sl
financial, human resources, or purchasing managars
construction and engineering managers.
BUSINESS AND FINANCIAL OPERATIONS:
These occupations include managers and professi
who work with the financial aspects of the busing
These occupations include accountants and aud
purchasing agents, management analysts, labaioreds
specialists, and budget, credit, and financial\atsl
COMPUTER SPECIALISTS: Professionalg
responsible for the computer operations within
company are grouped in this category. Exampleshof
titles in this category include computer progranmsn
software engineers, database administrators, cam

specialists
ARCHITECTURE AND ENGINEERING:
Occupations related to architecture, survey

engineering, and drafting are included in this gaitg.
Some of the job titles in this category includectieal
and electronic engineers, surveyors, architectdtets,
mechanical engineers, materials engineers, map
technicians, and civil engineers.

OFFICE AND ADMINISTRATIVE SUPPORT: All
clerical-type work is included in this category €El jobs
involve the preparing, transcribing, and preservfg
written communications and records; collecting acts;
gathering and distributing information; operatirffjoe
machines and electronic data processing equipraedt
distributing mail. Job titles listed in this categonclude
telephone operators, payroll clerks, bill and aotg
collectors, customer service representatives, dikks,
dispatchers, shipping clerks, secretaries
administrative assistants, computer operators,clegis,
and stock clerks.

prvgorkers.
CICONSTRUCTION AND EXTRACTION:

pieborers, electricians, plumbers (and related 8RG

pgpofers,

eINSTALLATION, MAINTENANCE AND REPAIR:
b@ccupations involving the installation, maintengracel
scientists, systems analysts, and computer suppegair of equipment are included in this group.ragpkes

papdmping station operators; refuse and recyclabtenmah

ns
rial
de
or

MAINTENANCE: This category includes occupatio
simvolving landscaping, housekeeping, and janitg
services. Job titles found in this category incld
alypervisors of landscaping or housekeeping, ja)i
maids, grounds maintenance workers, and pest ¢o

This
category includes construction trades and related
occupations. Job titles found in this category udel
boilermakers, masons (all types), carpenters, agi&in

sheet metal workers, elevator installers,
tdrazardous materials removal workers, paperhareyadts,

itpainters. Paving, surfacing, and tamping equipment

operators; drywall and ceiling tile installers; azaipet,
floor and tile installers and finishers are alsduded in
this category. First line supervisors, foremen, lagigers
jin these trades are also grouped in this category..

of job titles found here are heating, ac, and gefiation
mechanics and installers; telecommunication
nistallers and repairers; heavy vehicle and mo
equipment service technicians and mechanics; §
engine mechanics; security and fire alarm syst
installers; electric/electronic repair, industriatility and
pirapsportation equipment; millwrights; riggers; and
manufactured building and mobile home installenstH
line supervisors, foremen, and helpers for thelse fwe
also included in the category.
MATERIAL MOVING WORKERS: The job titles
included in this group are Crane and tower opesator
dredge, excavating, and lading machine operatoist h
;and winch operators; industrial truck and tragtor
operators; cleaners of vehicles and equipmentyéabo
uand freight, stock, and material movers, hand; rima&ch
feeders and offbearers; packers and packagers,

ine
bile

collectors; and miscellaneous material moving wigk

112

3)

Definition of Racial and Ethnic Terms (as use®art IV Bidder Employment Information)

ntro

mall
PMS

nand

White (not of Hispanic Origin)- All persons having origi
in any of the original peoples of Europe, Northiédr, or
the Middle East.

Black(not of Hispanic Origin)- All persons having origin
in any of the Black racial groups of Africa.

Hispanic All persons of Mexican, Puerto Rican, Cuban
Central or South American, or other Spanish culture
origin, regardless of race.

Asian or Pacific IslandeiAll persons having origins in
any of the original peoples of the Far East, SaghAsia,
the Indian subcontinent, or the Pacific IslandgsHnea
includes China, India, Japan, Korea, the Philippine
Islands, and Samoa.

American Indian or Alaskan Nativéll persons having
origins in any of the original peoples of North Anca,
and who maintain cultural identification througho&d
affiliation or community recognition.

9



Bidder Contract Compliance Monitoring Report

PART | - Bidder Information

Company Name
Street Address
City & State
Chief Executive

Social Security Number

Bidder Federal Employer
Identification Number

Or

Major Business Activity
(brief description)

Bidder Parent Company
(If any)

Other Locations in Ct.
(If any)

Bidder Identification
(response optional/definitions on page 1

-Bidder is a small contractor. Yes__ No___
-Bidder is a minority business enterprise Yeso N
(If yes, check ownership category)
Black___ Hispanic____ Asian American____ Ameritagtian/Alaskan
Native____Iberian Peninsula____ Individual(s)watPhysical Disability
Female_

-Bidder is certified as above by State of CT  YedNo___

- DAS Certification Number

PART Il - Bidder Nondiscrimination Policies and Peolures

1. Does your company have a written Affirmative idotEqual Employment
Opportunity statement posted on company bulletarte?
sfe No__

7. Do all of your company contracts and purchasersrcontain non-discrim-
ination statements as required by Sectier804& 4a-60a Conn. Gen.

Stat.? YesNo

2. Does your company have the state-mandated seategsment prevention
in the workplace policy posted on company bullétards?
e¥ No__

8. Do you, upon request, provide reasonable accatatiom to employees, or
applicants for employment, who have physicahental disability?
YesNo__

3. Do you notify all recruitment sources in writinfyour company’s
Affirmative Action/Equal Employment Opportunity efogpment policy?
e¥ No__

9. Does your company have a mandatory retiremenfaagll employees?
YesNo__

4. Do your company advertisements contain a writatement that you are
an Affirmative Action/Equal Opportunity Employer? Yes__ No__

10. If your company has 50 or more employees, augorovided at least two
(2) hours of sexual harassment training to allmfrysupervisors?
Yes_ NANA_

5. Do you notify the Ct. State Employment Servitalbemployment
openings with your company? Yes__ No__

11. If your company has apprenticeship programshedp meet the Affirmative
Action/Equal Employment Opportunity requirementstaf apprenticeship
standards of the Ct. Dept. of Labor? Yes__ No__
NA_

6. Does your company have a collective bargaingrgement with workers?
e¥ No__
6a. If yes, do the collective bargaining agreets contain

non-discrimination clauses covering alfkess? Yes__ No_|

12. Does your company have a written affirmativioacPlan? Yes__ No__
If no, please explain.

6b. Have you notified each union in writingyoiur commitments under
nondiscrimination requirements aftcacts with the state of Ct?
e¥ No

the

13. Is there a person in your company who is resipnfor equal
employment opportunity?
If yes, give name and phone number.

Yes_ No_|

Part Ill - Bidder Subcontracting Practices

1. Will the work of this contract include subcomtiars or suppliers?

Yes_ No__

la. If yes, please list all subcontractord sumppliers and report if they are a small contraghd/or a minority business enterprise. (defioegage 1 / use

additional sheet if necessary)

1b. Will the work of this contract requirdditional subcontractors or suppliers other thars¢hidentified in 1a. above?

Yes_ No__

10




PART IV - Bidder Employment Information

Date:

JOB OVERALL WHITE BLACK HISPANIC ASIAN or PACIFIC AMERICAN INDIAN or
CATEGORY TOTALS (not of Hispanic (not of Hispanic ISLANDER ALASKAN NATIVE
origin) origin)
Male Female Male Female Male Female Male Female male female
Management

Business & Financial Ops

Computer Specialists

Architecture/Engineering

Office & Admin Support

Bldg/ Grounds
Cleaning/Maintenance

Construction & Extraction

Installation , Maintenance
& Repair

Material Moving Workers

TOTALS ABOVE

Total One Year Ago

FORMAL ON THE JOB TRAINEESENTER FIGURES FOR THE SAME CATEGORIES Al

S ARE SHOWBOVE)

Apprentices

Trainees

PART V - Bidder Hiring and Recruitment Practices

1. Which of the following recruitment sources ased by you?
(Check yes or no, and report percent used)

*x)

SOURCE YES

NO

% of applicants

provided by
source

2. Check (X) any of the below listed
requirements that you use as
a hiring qualification

State Employment Service

Work Experience

Private Employment
Agencies

Ability to Speak or
Write English

Schools and Colleges

Written Tests

Newspaper Advertisement

High School Diploma

Walk Ins

College Degree

Present Employees

Union Membership

Labor Organizations Personal
Recommendation
Minority/Community Height or Weight

Organizations

Others (please identify)

Car Ownership

Arrest Record

Wage Garnishments

3. Describe below any other practices or actibas you take
which show that you hire, train, and promote empésywithout
discrimination

Certification (Read this form and check your staats on it CAREFULLY before signing). | certify thte statements made by me on this BIDDER CONTRACT
COMPLIANCE MONITORING REPORT are complete and ttaghe best of my knowledge and belief, and areemiadgjood faith. | understand that if I knowingly
make any misstatements of facts, | am subject wels@red in non-compliance with Section 4a-606@a; and related sections of the CONN. GEN. STAT.

(Signature)

(Title)

(Date Signed)

(Telephone)

11
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As used in this certification, the following terms

have the meaning set forth below:

1. “Contract” means that contract between the State of Connecticut (and/or one or more of it agencies or instrumentalities)
and the Contractor, attached hereto, or as otherwis e described by the awarding State agency below;

2. If this is an Initial Certification, “Execution Date” means the date the Contract is fully executed by, and becomes
effective between, the parties; if thisisan Annua | Update, “Execution Date” means the date this cert  fification is signed
by the Contractor;

3. “Contractor” means the person, firm or corporati on named as the contactor below;

4. “Applicable Public Official or State Employee” m eans any public official or state employee describe din C.G.S. 84-
252(c)(1)(i) or (ii);

5. “Gift" has the same meaning given that term in C.G.S. 84 -250(1);

6. “Planning Start Date” is the date the State agen cy began planning the project, services, procuremen t, lease or
licensing arrangement covered by this Contract, as indicated by the awarding State agency below; and

7. “Principals or Key Personnel” means and refers to t hose principals and key personnel of the Contractor , and its or
their agents, as described in C.G.S. §8§ 4-250(5) an d 4-252(c)(1)(B) and (C).
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STATE OF CONNECTICUT
LABOR DEPARTMENT
WAGE & WORKPLACE STANDARDS DIVISION

CONTRACTORS WAGE CERTIFICATION
FORM
Contracts Greater than or Equal to $100,000

l, of

Officer, Owner, Authorized Representative Comygdame

do hereby certify that the

Company Name

Street

City

and all of its subcontractors will pay all workers the

Project Name and Number

Street and City
the wages as listed in the current Dept. of Lalvevaling wage rates, as required for such
project, per section 1B 1.10.

Signed

Subscribed and sworn to before me this day
of ,20

Notary Public

Send 1 copy to: Labor Department
Wage & Workplace Standards Division
200 Folly Brook Blvd.
Wethersfield, CT 06109

14



“With regard to a State contract as defined in B:/Al having a value in a calendar year of
$50,000 or more or a combination or series of sgrhements or contracts having a value of
$100,000 or more, the authorized signatory to shismission in response to the State's
solicitation expressly acknowledges receipt ofStage Elections Enforcement Commission's
notice advising prospective state contractorsatéstampaign contribution and solicitation
prohibitions, and will inform its principals of thentents of the notice.

Sec.31-53b.Construction Safety and Health Course. Proof of aopletion required
for employees on public building projects. Enforcenent. Regulations. Required for
projects equal to or greater than $100)000

(@) Each contract entered into on or aftey 3uP007, for the construction,
remodeling, refinishing, refurbishing, rehabilitatj alteration or repair of any public
building project by the state or any of its ageontdyy any political subdivision of the
state or any of its agents, where the total coatlafork to be performed by all
contractors and subcontractors in connection vii¢hcontract is at least one hundred
thousand dollars, shall contain a provision reqgithat, not later than thirty days after
the date such contract is awarded, each contractush proof to the Labor
Commissioner that all employees performing maratabt on or in such public building,
pursuant to such contract, have completed a cafirgeleast 10 hours in duration in
construction safety and health approved by the laé@xcupational Safety and Health
Administration or, in the case of telecommunicatnployees, have completed at least
ten hours training in accordance with 29 CFR 1938.2

(b.)  Any employee required to complete a constructidatgand health course
required under subsection (a) of this section wd ot completed the course shall be
subject to removal from the worksite if the empleg®mes not provide documentation of
having completed such course by the fifteenth di@y the date the employee is found to
be in non compliance. The Labor Commissioner @ sammissioner’s designee shall
enforce this section.

(c.) Not later than January 1, 2007, the Labor Comnriesighall adopt regulations,
in accordance with the provisions of Chapter 54irplement the provisions of
subsections (a) and (b) of this section. Suchlatigns shall require that the ten-hour
construction safety and health courses requireé@usubsection (a) of this section be
conducted in accordance with the Federal Occupati®afety and Health Administration
Training Institute Standards, or in accordance ®BNCFR 1910.268. as appropriate.
The Labor Commissioner shall accept as sufficienbfpof compliance with the
provisions of subsection (a)or (b) of this sectiostudent course completion card issued
by the Federal Occupational Safety and Health Adstration Training Institute, or such
other proof of compliance said commissioner deeppsapriate, dated no earlier than
five years before the commencement date of suchcpubrks project.

15



(d.) For the purpose of this section, “publiclting” means a structure, paid for in
whole or in part with State funds, within a rooflamithin exterior walls or fire walls,
designed for the housing, shelter, enclosure apdastiof people, animals, property of
any kind, including; but not limited to, sewageatraent plants and water treatment
plants, “public building” does not include any siterk, roads or bridges, rail lines,
parking lots or underground water, sewer or draamnggtems including pump houses or
other utility systems.

16



SEEC FORM 11

NOTICE TO EXECUTIVE BRANCH STATE CONTRACTORS AND
PROSPECTIVE STATE CONTRACTORS OF CAMPAIGN
CONTRIBUTION AND SOLICITATION BAN

This notice is provided under the authority of Cecticut General Statutes 9-612(g)(2),
as amended by P.A. 07-1, and is for the purposafofming state contractors and
prospective state contractors of the following [@alicized words are defined below):
Campaign Contribution and Solicitation Ban

No state contractor, prospective state contractornpipal of a state contractor or
principal of a prospective state contractavith regard to astate contractor state
contract solicitatiorwith or from a state agency in the executive bram@hquasi-public
agency or a holder, or principal of a holder ofafidsprequalification certificate, shall
make a contribution to, @olicit contributions on behalf of (i) an exploratory contee

or candidate committee established by a candidatemmination or election to the office
of Governor, Lieutenant Governor, Attorney Genestdte Comptroller, Secretary of the
State or State Treasurer, (ii) a political comnaitseithorized to make contributions or
expenditures to or for the benefit of such candisladr (iii) a party committee;

In addition, no holder or principal of a holderaofalid prequalification certificate, shall
make a contribution to, or solicit contributionslmehalf of (i) an exploratory committee
or candidate committee established by a candidatemmination or election to the office
of State senator or State representative, (ii)ldiga committee authorized to make
contributions or expenditures to or for the benefisuch candidates, or (iii) a party
committee.

Duty to Inform

State contractors and prospective state contragtengquired to inform their principals
of the above prohibitions, as applicable, and tlssiple penalties and other
consequences of any violation thereof.

Penalties for Violations

Contributions or solicitations of contributions nedd violation of the above prohibitions
may result in the following civil and criminal pdhes:

Civil penalties-$2000 or twice the amount of the prohibited citmittion, whichever is
greater, against a principal or a contractor. Alagescontractor or prospective state
contractor which fails to make reasonable effartsamply with the provisions requiring
notice to its principals of these prohibitions ahé possible consequences of their
violations may also be subject to civil penaltiéss2000 or twice the amount of the
prohibited contributions made by their principals.

Criminal penalties-Any knowing and willful violation of the prohibidn is a Class D
felony, which may subject the violator to imprisogmb of not more than 5 years, or
$5000 in fines, or both.
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Contract Consequences

Contributions made or solicited in violation of thigove prohibitions may result, in the
case of a state contractor, in the contract beaded.

Contributions made or solicited in violation of thleove prohibitions, in the case of a
prospective state contractor, shall result in thietract described in the state contract
solicitation not being awarded to the prospectitaescontractor, unless the State
Elections Enforcement Commission determines thdigating circumstances exist
concerning such violation.

The State will not award any other state contracirtyone found in violation of the
above prohibitions for a period of one year atterelection for which such contribution
is made or solicited, unless the State ElectiofisrEement Commission determines that
mitigating circumstances exist concerning suchatioh.

Additional information and the entire text of P.A-Q may be found on the website of
the State Elections Enforcement Commisswanw.ct.gov/seecClick on the link to
“State Contractor Contribution Ban.”

Definitions

"State contractor" means a person, business entignprofit organization that enters
into a state contract. Such person, business amtitpnprofit organization shall be
deemed to be a state contractor until Decembayfnist of the year in which such
contract terminates. "State contractor" does ndude a municipality or any other
political subdivision of the state, including amyiges or associations duly created by
the municipality or political subdivision excluslyamongst themselves to further
any purpose authorized by statute or charter, oeraployee in the executive or
legislative branch of state government or a quabiip agency, whether in the
classified or unclassified service and full or garte, and only in such person's
capacity as a state or quasi-public agency employee

"Prospective state contractor" means a person,n&ssi entity or nonprofit
organization that (i) submits a response to a statéract solicitation by the state, a
state agency or a quasi-public agency, or a propos@sponse to a request for
proposals by the state, a state agency or a quasc@agency, until the contract has
been entered into, or (ii) holds a valid prequedifion certificate issued by the
Commissioner of Administrative Services under sectla-100. "Prospective state
contractor" does not include a municipality or atlyer political subdivision of the
state, including any entities or associations dulgated by the municipality or
political subdivision exclusively amongst themsslv® further any purpose
authorized by statute or charter, or an employ¢edrexecutive or legislative branch
of state government or a quasi-public agency, wareththe classified or unclassified
service and full or part-time, and only in suchgoers capacity as a state or quasi-
public agency employee.

"Principal of a state contractor or prospectivetesteontractor” means (i) any
individual who is a member of the board of direstof, or has an ownership interest
of five per cent or more in, a state contractgrospective state contractor, which is a
business entity, except for an individual who is@mber of the board of directors of a
nonprofit organization(ii) an individual who is employed by a state cawtor or
prospective state contractor, which is a businesisyeas president, treasurer or
executive vice president, (iii) an individual wisthe chief executive officer of a state
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contractor or prospective state contractor, whichat a business entity, or if a state
contractor or prospective state contractor hasuat sfficer, then the officer who
duly possesses comparable powers and duties n(ioffiger or an employee of any
state contractor or prospective state contractar nasmanagerial or discretionary
responsibilities with respect to a state contrgej,the spouse or d@ependent child
who is eighteen years of age or older of an indialdlescribed in this subparagraph,
or (vi) a political committee established or cofigd by an individual described in
this subparagraph or the business entity or nonprgdanization that is the state
contractor or prospective state contractor.

"State contract” means an agreement or contrabttivé state or any state agency or any quasi-public
agency, let through a procurement process or otkeywaving a value of fifty thousand dollars oreno
or a combination or series of such agreementsraracts having a value of one hundred thousandrgoll
or more in a calendar year, for (i) the renditidrservices, (ii) the furnishing of any goods, meter
supplies, equipment or any items of any kind, (¢ construction, alteration or repair of any bl
building or public work, (iv) the acquisition, sate lease of any land or building, (v) a licensing
arrangement, or (vi) a grant, loan or loan guarritgtate contract” does not include any agreemment
contract with the state, any state agency or aagieuublic agency that is exclusively federallyded, an
education loan or a loan to an individual for ottiem commercial purposes.
"State contract solicitation” means a request State agency or quasi-public agency, in whatewan fo
issued, including, but not limited to, an invitatito bid, request for proposals, request for infation or
request for quotes, inviting bids, quotes or otigpes of submittals, through a competitive proclieetm
process or another process authorized by law wgisompetitive procurement.
“Managerial or discretionary responsibilities witbspect to a state contract” means having direct,
extensive and substantive responsibilities witlpees to the negotiation of the state contract astd n
peripheral, clerical or ministerial responsibilgie
“Dependent child” means a child residing in anwndiial’s household who may legally be claimed as a
dependent on the federal income tax of such indalid
“Solicit” means (A) requesting that a contributioemmade, (B) participating in any fund-raising\atas
for a candidate committee, exploratory committ@éitipal committee or party committee, includingtb
not limited to, forwarding tickets to potential ¢obutors, receiving contributions for transmissiorany
such committee or bundling contributions, (C) seg\vas chairperson, treasurer or deputy treasuagryof
such committee, or (D) establishing a political coittee for the sole purpose of soliciting or reasiv
contributions for any committee. Solicit does natlude: (i) making a contribution that is otherwise
permitted by Chapter 155 of the Connecticut Gengtaiutes; (i) informing any person of a position
taken by a candidate for public office or a publiicial, (iii) notifying the person of any actiws of, or
contact information for, any candidate for publitice; or (iv) serving as a member in any party
committee or as an officer of such committee thattat otherwise prohibited in this section.
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INSTRUCTIONS TO BIDDERS
IB 1.01 General

These instructions to bidders are for the compbetgect known asbDDS-1003 — Flooring Project at 318
Mountain Road, Newington, CT. The project will be bid in strict accordance witretspecifications as
prepared by the Connecticut Department of Developah&ervices and procedures set fourth by the iDepat
of Public Works. The amount of each bid shall eerded to include the entire cost and expense of iem of
labor and material necessary to complete the wrkipon, in full detail, ready for use. The riskatl such
costs and expenses shall be assumed by the sutdedder.

It is the intent of the specifications to call fanished work, tested, and ready for operation ase. Any
incidental accessory necessary to make the worlpkenin all respects and ready for operation, elvant
particularly specified, shall be provided withoxtra compensation. Minor products or items of warkich by
custom are not usually shown or specified, butreeessary for proper installation and operatiorhef
completed work, shall be provided in the same miaasdf actually shown or specified.

During construction in a Developmental Serviceditgcthere may be delays due to various safetyemurity
issues. This needs to be taken into consideratigour submitted bid. The Department of Develepial
Services will not authorize extra compensation tfegse delays. The department will assign a fgcilit
representative to work with the selected contraasoliaison.

Facility Representative
John Massicotte, PFE
Ph: (860) 263-2486

Agency Representative
Jeffrey Cyr, Director of Engineering
Ph: (860)418-6031
Fax: (860)418-6001
Email Address: jeff.cyr@ct.gov

IB 1.02 Bid Form and Acceptance

1. All bids must beeceivedby the date and time specified at
the office ofTina Jordan, FAO at the following address:

DDS-North Region

155 Founders Plaza

255 Pitkin Street

East Hartford, CT 06108
Telephone: 860-263-2550

It is recommended that you call prior to the biegwipg to verify that your bid has been received
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2. Bid envelopes must clearly indicate the projgeohber as well as the date and time of bid opening
Any correspondence shall include the prajechber and project title.

3. Enclosed with this specification is a BID FORM which bids must be submitted.
4. The project shall be bid on the enclosed BIORMDas follows:
a. Base Bid - complete as described herein.
b. Supplemental Bid (if any) - complete as desctiberein.
(Supplemental Bids may be accepted or not accdptdlce agency, however if accepted

the low bid will be determined by the total of theese bid and the accepted supplemental bid(s).)

c. All BID FORMS shall be signed by a person duly authed to sign bids on behalf of the bidder.
Unsigned bids will be rejected.

d. Contractors failing to provide supplemental bidalshe deemed non-responsive and will be
disqualified.

5. If you do not wish to submit a bid, return 8i® FORM with the indication "No Bid Submitted,% avell
a brief indication why.

6. The contract will be awarded to the lowest tjieal bidder within the Agencies budget figure.

7. The Department of Developmental Services $laaié the right to accept or reject the bids withirety (90)
calendar days of the bid opening date. Allfmices must be firm for this ninety (90) day pdri

IB 1.03 Phasing Plan
Please refer to phasing plan within technical dpations.
IB 1.04 Scope of Work

Furnish all required labor, equipment, serviced, rmaterials necessary to complete all work as 8pdan the
technical specifications section. Remove all debreated by this contract.

IB 1.05 Location and Examination of Site
1. The work will be performed &818 Mountain Road, Newington, CT

2. All contractors bidding for this project arguered to visit and examine the site before biddargl to verify
job conditions and dimensions. Time, date, andtloa of pre-bid meeting are as noted on bid pazkager
sheet.Bids received from non-attending contractors will ot be honored.
This meeting is intended to review the project mequents and answer any questions that interested
contractors may have about this project. Failurattend this meeting will result
in the rejection of your bid.
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IB 1.06 Contractor Qualification Requirement
The contractor shall demonstrate capability to atethis contract by submitting evidence of théofelng:
1. Valid Connecticut license(s), if required, &rfjorm the required work.

2. Listing of two projects of similar scope andesthat were performed within the last 18 monthsluide the
name, address and telephone numbecarftact at each job that can be contacted andssamiliar with
the project.

IB 1.07 Protection of Work and Property

1. All building equipment, furnishings, groundsdiscaping,
etc., shall be protected from damage of every geagamm and any such damage thereto shall be repaire
otherwise made good at no expense to the Statedhd satisfaction of the Facility Representative.

2. Supply and install any and all protective cowgs and barricades necessary to protect at adktitme public
and building personnel from injury.

3. The contractor shall be held responsible fiod, @must make good at his own expense, any wateaguor
any other cause of damage due to improper protectio

4. Due to the nature of this institution, it ismdatory that all rules and regulations be striatiffered to and the
necessary precautions taken.

5. The contractor shall, during the progress efdbnstruction, assume all responsibilities fos lmsdamage by
fire to the work included in his contract iliesompletion of the contract. No flammable maaéshall be
stored in the structure in excess of the amoutdsvatl by the authorities.

6. The contractor is responsible to assure thatak is performed in accordance with all curr&tate
regulations including, but not limited to, O&}State Fire Codes, and the Basic Building Codb@btate of
Connecticut.

7. The contractor will at all times keep the pressifree from the accumulation of waste materiatalabish
caused by his employees or work. All accunadanaterial shall be removed from the site dailyhat
contractors expense.
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IB 1.08 Form of Guarantee--Warranty
The General Contractor will furnish the foregoirgcdments in the following manner:

1. Address to: DDS — North Region Attn: Tina Jordan, FAO
155 Founders Plaza
255 Pitkin Street
East Hartford, CT 06108

2. Provide project name and number of project.

3. I (we) hereby guarantee, (or warranty), thekvwoor the referenced project for a period of oneg/€ay from the
Facility's approved completion date, against fatusf workmanship and materials, unless othervasson
specifications. The completion date shall be #uwe @f final payment is received by the contractor.

4. All guarantees supplied by subcontractors, kenqgpor manufacturers will be countersigned by@sneral
Contractor.

IB 1.09 Time of Completion

The contractor shall complete the project withia ttumber of calendar days identified on page he®BID
FORM. Calendar days begin on the day of issuanpermhase order. Once on site, the contractork fecce
shall remain mobilized until work is completed wsdeotherwise is specifically approved by the facili
representative, in writing. Crews and materialdgies are to be scheduled to meet the completiten df due
to unforeseeable circumstances the work is not tetept the specified completion date, the contratiust
obtain written permission from the facility repraetgive and a new mutually agreed upon completae ohust
be established, or, liquidated damages, as dedaniszction IB 1.17 will become effective. Wor§idays for
this project shall be Monday through Friday, exslef State or National Holidays. No Saturdaysonday
work shall be allowed without special written pession by the facility representative. Upon comipleof the
contract, the contractor shall make a requestdd-ttility Representative to schedule a final inipa of the
work.

B 1.10 Wage Rates

Prevailing wage rates are applicable if the sulauitid exceeds the sum of $400,000.00 (for newtnaston)

or $100,000.00 (if renovation/alteration/ repaitiraprovement). New construction is defined asding an
entire “brand new” building. The contractor is respible for assuring that the payment of wagesaare
published by the Connecticut State Labor Departrfegrthe area where the job is being performed.

In accordance with the provisions of Section 3b&Bie General Statutes of Connecticut, the follmapplies
"The wages paid on an hourly basis to any meché#adiorer or workman employed upon the work herein
contracted to be done and the amount of paymerbwiribution paid or payable on behalf of each such
employee to any employee welfare fund, as defimesubsection (h) of this section (31-53 of the Gane
Statues), shall be at a rate equal to the rat®masy or prevailing for the same work in the sanagleé or
occupation in the town in which such public worksjpct is being constructed. Any contractor whoas
obligated by agreement to make payment or contdbuin behalf of such employees to any such employe
welfare fund shall pay to each employee as pahiofvages the amount of payment or contributionhier
classification on each pay day."
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1.11 Bonds

. A bid surety of not less than 10% of base bid arh@urequired to accompany bid in the form of adbon

or certified check made out to the Comptrollerhaf State of Connecticut if base bid exceeds $10,000

. A performance, and labor and material paymenttgofaot less than 100% of bid amount is requatd

low bidder in the form of a bond made out to therptroller of the State of Connecticut if bid excgeed
$50,000. It is to be submitted to the DepartmehtDevelopmental Services business office
representative prior to award of contract and issaaf purchase order.

. Such checks or bid bonds will be returned to allegt the three lowest bidders within three days éfie

opening of bids, and the remaining checks or biddisowill be returned promptly after the awarding
authority and the accepted bidder have executeaminor, if no award has been made within 90 days
after the date of the opening of bids, upon denwdiide bidder, so long as he/she has not beenetbtif
of the acceptance of his/her bid.

. NONRESIDENT (out of State) CONTRACTOR BOND - In erdor final payment to be processed to a

nonresident contractor, a certificate from the Cassianer of Revenue Services must be provided which
evidences that Connecticut General Statutes Set#atB0 for non-resident contractors has been met.
For details concerning the filing of this 5% GudesnBond with the Department of Revenue Services
(DRS), call the DRS at (860) 541 7538.

1.12 Insurance

The Contractor shall not start work urtties contract until he has obtained the followingurance and
until the insurance has been approved by the onmreshall the contractor allow any subcontractor to
start work until insurance required by the subcxtbr has been obtained and approved. The camtract
shall send certificate for the insurance to tharmss office representative.

The Contractor shall take out and mainthinng the life of the contract, workers' compeitsa
insurance for all employees working at the site,anctase any work is sublet, the Contractor shall
require the subcontractor to provide workers' camspéon insurance for all of the latter's employées
case any class of employees engaged in hazardalsuwder this Contract is not protected under the
workers' compensation statute, the Contractor giraWide, and shall cause each subcontractor to
provide, insurance for those employees.

The Contractor shall take out and mainthiring the life of a contract, public liability drproperty
damage insurance to protect him/her and the owmggsest as their interests may appear. Each
subcontractor shall take out and maintain insurémpeotect him/her from claims for damage for gju
including accidental death and from claims for gndypdamage which may arise from operations under
this contract, whether such operations be by hifezkelf or by any subcontractor or by any empéoye
unless such employees are covered by the proteaffiored by the Contractor. Types and amounts of
insurance required shall be as follows:
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DESCRIPTION
Protective
Liability

Protective
Liability

DESCRIPTION

Contractor's
Liability

Contractor's
Liability

Contractor's
Protective
Liability

Contractor's
Protective
Liability

4. Coverage for damage or loss resulting froype C - Collapse or Structural Injury, Type U -
Underground Damage, Type X - explosion or blastorginarily excluded from coverage, shall be
provided in the amounts and manner specified is #niicle if required in the bid for the specified

Builders Risk insurance, not ordinarigguired, shall be provided in accordance with the

amount and manner specified in the bid for theifpdqroject if such insurance is required in .

project.

SINGLE EACH
COVERAGE LIMIT ACCIDEN T
BI $1,000,000
PD $100,000
(for and in the name of the State of Connecticut)
SINGLE EACH
COVERAGE LIMIT ACCIDEN T
BI $1,000,000
PD $100,000
BI $1,000,000
PD $100,000

IB 1.13 Licenses

It is the responsibility of the contractor to sexall licenses, permits, approvals, or other docusm@ecessary to

complete this project.

IB 1.14 Security

The contractor must abide by all security reguletias described in or attached to this documentatio
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IB 1.15 Start of Work

The contractor will not start work or order matésibefore receipt of a fully executed and approvethase
order. Within two (2) working days after receipttbé purchase order and prior to the start of caogon, the
contractor shall schedule a pre-construction mgetth the facility representative and at that tiangtart date
will be established. The contractor shall beginstauction within ten (10) working days. Workingydahall be
considered as Monday through Friday.

IB 1.16 Payment

a. Projects under $25,000.00 - A single invoicél flsesubmitted by the prime contractor following
the acceptance of the completed project.

b. Projects $25,000.00 or greater - Three invoice Beasubmitted by the prime contractor; one
when all material or equipment is on site or thgjqut is 50% completed (which ever occurs
first), two when the project is substantially coetpl and three when the project is totally
complete and accepted.

C. The invoice shall contain the State Purchase Ondi@ber and project number. Invoices received
without reference to a valid State Purchase Ordetler and project number will result in delay
of payment

d. NONRESIDENT (out of State) CONTRACTOR BOND - In erdfor final payment to be
processed to a nonresident contractor, a cergfitam the Commissioner of Revenue Services
must be provided which evidences that Connecti@neggal Statutes Section 12-430 for non-
resident contractors has been met. For detailsecnomg the filing of this 5% Guarantee Bond
with the Department of Revenue Services (DRS),thalDRS at (860) 541 7538.

IB 1.17 Liquidated Damages

It is hereby declared and agreed by and betweecotteactor and the owner that the date of comnmaeog

rate of progress, and time of completion of thelname essential provisions, conditions and thatitild be
impracticable and impossible to determine and #sicathe actual damages the owners would incuedgan of

a delay in the completion of the work. It is, tifere, covenanted and agreed by and between theactortand
owner that the contractor shall and does herebyeatyr pay the owner as liquidated damages (andsat
penalty) the sum of two hundred dollars ($200.00¢fch and every working day that the contradtall e in
default, hereunder for failing to complete the pobjwithin the time of completion specified aboxeept as
such date shall be extended, in writing upon reicpfele contractor, for the period of an excusalaiay. Any
such payments due to the owner by the contractgrbealeducted by the owner from any sums due to the
contractor.

26



IB 1.18 RECEIPT OF BIDS

BIDS SHALL BE PLACED IN SEALED ENVELOPES MARKED "SA&_ED BID OPENING, PROJECT
#DDS-1003 AND DELIVERED/RECEIVED PRIOR TO THE BID OPENING BTE AND TIME LISTED
ON THE COVER SHEET.
DELIVER TO: Tina Jordan, FAO

DDS — North Region

155 Founders Plaza, "8 Floor

255 Pitkin Street

East Hartford, CT 06108

End of Section Revised Date: 6/2009

27



GENERAL CONDITIONS

GC

1.01 General

In addition to the conditions in the Instructioadidders, the following General Conditions shpjplg and form
an equal part of the contract documents.

GC

1.02 Use of the Premises

Nothing contained in the Specifications shall ernpreted as giving the Contractor exclusive ushef
premises where the work is performed.

. The Contractor shall be held solely responsibleainy damage to the existing structures, systems,

equipment and site caused by them or by their eygpband shall repair or replace same to theinatig
condition as directed by the facility representati¥ no additional cost to the owner.

. The work of the contract shall not interfere witle hormal conditions and safe operation of thedingl

and site. If such interference appears possildatse of construction to existing work or othesozss,
the work involved must be done at a time and iraamer directed by the facility representative para
of the contract.

. The contractor shall supply and install any angraitective coverings and barricades necessarpteqt

at all times the clients, public and building pensel from injury and the building from damage. The
contractor shall provide and install all plastiesting, and other materials, which he/she may redai
protect all open, unfinished work at the end ofheaicd every day.

. The contractor shall secure unfinished work arétseaclose of business each day to preclude pabsag

any and all unauthorized persons.

No flammable material shall be stored in the stitecin excess of the amounts allowed by the fickeso
and authorities. No gasoline shall be stored withe building.

Protection of building, building occupants and tass.

a. Construct barriers to prevent dust from constructiceas from entering client areas. Barriers
must be impermeable to fungal spores and in comggiavith local fire codes.

b. Seal off and block return air vents if rigid barsi@re used for containment.

c. Implement dust control measures on surfaces ardtgigdestrian traffic away from work zones

d. If necessary, create negative air pressure in wonles adjacent to client care areas and insure
that required engineering controls are maintaidhitor negative airflow.

e. Direct pedestrian traffic away from constructiomes.
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GC

f.  Provide construction crews with: Designated enteancorridors and elevators if possible,
g. Contractor shall clean work zones and their engsamaily.
h. Contractor shall cover and secure debris prioetoaval from the construction area.
i.  Inclient care areas, for major repairs that inelueinoval of walls and disruption of the space
within, the contractor shall use plastic sheefgrefabricated plastic units to contain dust and a
HEPA (High Efficiency Particulate Air) filter maame to clean the air.
1.03 Storage or Equipment and Materials
All deliveries of material, equipment, eghall be made to the contractor and acceptedoyrthym/her
and only during working hours. Department of Depehental Services personnel will not receive or
accept any materials or equipment, etc. at any.time
The contractor shall secure instructionsifthe facility representative's as to availabkecedor storing
materials, tools, etc. If adequate space is ratable, he/she shall provide his/her own storaggities

and in all cases be responsible for its protection.

All materials used throughout work shalhieatly stacked so as not to obstruct trafficherirogress of
the work.

. All materials delivered to the job site will be pgoted by the contractor from weather damage, toss,

vandalism.

GC 1.04 Codes, Rules, Ordinances and Approvals

1. All materials furnished and all work in$t¢al shall comply with the rules and recommendatimirttie

State of Connecticut; and must comply with all &ggidle State and local code, laws, ordinancessrule
and regulations, with all requirements of localitytcompanies, and with the recommendations of the
Insurance Rating Organization having jurisdiction.

It is intended that the technical spectfaas not violate any of the above. Where violasioccur, such
codes, laws, rules, ordinances, regulations araiawendations shall be complied with. The contracto
must call any such violations to the attentionhs Department of Developmental Services facility
representative before making any changes to thefggions or proceeding with the work.

The Contractor shall, at his expense, giveotices, obtain all permits, licenses, appreyédes and
other costs in connection with the work and ob&linequired certificates of inspection for the wand
deliver same to the Department of DevelopmentaVviSes facility representative before requesting
acceptance and final payment.

All apparatus, equipment, such as laddscsffolding, chutes, etc., shall comply with the
recommendations of the Manual of Accident PrevenitioConstruction, published by the Associated
General Contractors of America, OHSA, and approeeions.
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5. The contractor must at all times maintdineasafe environment. Fire extinguishers aretpttovided by

GC

GC

the contractor, at all work sites, of the size gpe required for the work being performed. Spenlind
alarm systems are not to be shut down or impainédtbwt the approval of the facility representative.
Welding will only be performed by certified weldek&hen welding is being performed there is to be a
fire watch provided with extinguishing equipmenhé or her immediate access.

1.05 Salvage and Disposal

All removed materials that are deemed sgahle by the facility representative are the priyps the
facility (State of Connecticut). The facility'spresentative will direct which materials the fagihvill
retain and which material the contractor shallinead/or dispose of. Facility retained materidbibe
relocated by the contractor to an area designayetthd facility's representative at the contractor’'s
expense.

All debris resulting from the performandelos contract will be the property of the contand will
be completely removed from the facility daily. Armits, manifests, fees or other requirementtfer t
proper disposal of such debris is the sole respaitgiof the contractor. If a hazardous matersl i
involved, copies of manifest slips must be provittethe facility representative.

Chutes and dumpster type containers designieeep dust and spillage to a minimum will bpied
and used by the contractor at his/her own expense.

1.06 Maintenance of Utilities

The Department of Developmental Servicestha responsibility for the operation of the entitility
distribution system. Any operation or functiorr@hation to the work which could render said syggm
inoperable shall be coordinated, upon notificabgrthe contractor, by the facility representativdl
operational changes shall be made in this manner.

When installation of new work requires tmporary shutdown of an existing operating systim,
connection of the new work shall be performed ahdume as designated by the facility represergativ
The facility representative reserves the righirtotithe shutdown time to a specified number ofireeirs
and set the date and time of each occasion of @emphutdown. Notify facility representative oéth
estimated duration of the shutdown period at Isagtn (7) days in advance of the date the workbet
performed.

Any shutdown to the service which will irrtept critical operations shall be protected bygtwvision of
a safe and adequate temporary means of serviegeezpént, supplied at the contractors’ expensejwhic
shall be removed when no longer required. Theraotdr shall insure all tools, supplies, equipnaerat
labor is on hand and in position to start the manttes shutdown period is made available to him.
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GC

GC

GC

GC

1.07 Change Orders

No additional compensation or time shalglsnted beyond that noted on the original purcloader,
unless approved in writing by tAgency Representative.

The Department of Developmental ServicgjsicyRepresentativas identified on the invitation to bid
section. Changes, proceeds, or approvals fronrothid not be honored.

1.08 Shop Drawings

. Shop drawings shall be submitted as required tdeitibty representative and/or as noted on thapla

and technical specifications.

. The contractor shall make any corrections requisetthe facility representative at no additionaltdos

the state and submit 2 corrected copies to thétfa@presentative.

It is the contractors’ responsibility to flag detwoans from the contract documents. An approval mot
be considered an acceptance of the deviation uihless been explicitly and clearly identified intmg.
1.09 Substitutions

If substitutions are permitted, it is the respoiligjlof the contractor to provide the necessargudoents

to prove that the product is equal to that spetifi#hese documents must be received by the facilit
representative for his approval/disapproval priothie date stated on the front cover sheet.

1.10 Quality Control

. Comply with manufacturer's recommendations and@sason or trade instructions and specifications fo

storage, use, and installation of their produ&#.materials and equipment shall be installedtics
accordance with the manufacturer’'s recommendatidhis shall include any and all steps, treatments,
maintenance required before placing into use anpdginto service.

. Comply with instructions in full detail, includirgpch step in sequence. Should instructions cowiiils

contract documents, request clarification fromligciepresentative before proceeding.

. When instructed by facility representative, submmainufacturers’ data sheets, including instructaor

recommendations.
If substitutions are permitted, it is the respoiligjlof the contractor to provide the necessargudoents

to prove that the product is equal to what is dpzti These documents must be received by thktyaci
representative for his approval/disapproval priouse.
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1.11 Owners Right to Stop Work or terminate Contact

1. The owner has the right to stop work and/or teate this contract under any or all of the follagi
conditions:

a. If the contractor shall be adjudged bankruphake an assignment for the benefit of creditors.

b. If areceiver or liquidator shall be apyged for the contractor or for any of his propenty shall not be
discharged within 20 days after such appointmemt@proceedings in connection therewith shallosot

stayed on appeal within the said 20 days.

C.

The contractor shall refuse or fail, after venitinotice of warning from the Agency Representative
supply sufficient properly skilled workmen or propeaterials.

The contractor shall refuse or fail to prosethigework under this contract or any part thereitth such
diligence as will insure it's completion within thgeriod herein specified (or any duly authorized
extension thereof) or shall fail to complete thekweithin said period.

The contractor shall fail to make due and prppgment to persons supplying labor and/or maseioal
the work under this contract.

The contractor shall fail or refuse to regarevda ordinances or the instructions of the Agency
Representative or otherwise be in substantial traxlaof any provisions of this contract, then thener,
without prejudice to any other rights or remediesiay have, may, with 7 days written notice to the
contractor, terminate the employment of the combraand his right to proceed and may take possessio
of the work under this contract and complete thekvioy contract or otherwise, as the owner may deem
appropriate and expedient.

If the right of the contractor to proceed witle tvork is so terminated the owner may take possee$
and utilize in completing the work under this cactrsuch materials, appliances, supplies, plant and
equipment as may be on the site of the work andsseey therefore.

6/2007 END OF SECTION
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COMPLIANCE WITH EXECUTIVE ORDERS

This contract is subject to the provisions of Exe@iOrder No. Three of Governor Thomas J. Meskill
promulgated June 16, 1971, and, as such, thisamintray be cancelled, terminated or suspendedeby th
State Labor Commissioner for violation of or nomgdiance with said Executive Order No. Three, or an
state or federal law concerning nondiscriminatimotwithstanding, that the Labor Commissioner isanot
party to this contract.

The parties to this contract, as part of the carsiibn hereof, agree that said Executive OrderTieee is
incorporated herein by reference and made a peerbhd he parties agree to abide by said Executider
and agree that the State Labor Commission sha#l bamtinuing jurisdiction in respect to contract
performance in regard to nondiscrimination, urité tontract is completed or terminated prior to
completion.

The contractor, agrees as part consideration hetefthis contract is subject to the Guidelined Rules
issued by the State Labor Commissioner to implergeetutive Order No. Three, and that he will not
discriminate in his employment practices or polcwill file all reports as required, and will fulcooperate
with the State of Connecticut and the State Lalmm@issioner.

This contract is also subject to provisions of Exe@ Order No. Seventeen of Governor Thomas JkMes
promulgated February 15, 1973, and, as such, ¢timsact may be cancelled, terminated or suspengéakeb
contracting agency or the State Labor Commissitoreriolation of or noncompliance with said Exemeti
Order No. Seventeen, notwithstanding that the L&mmnmissioner may not be a party to this contract.

The parties to this contract, as part of the carsitbn hereof, agree that Executive Order No. Gieen is
incorporated herein by reference and made a peebheé he parties agree to abide by said Exec@nger
and agree that the contracting agency and the Bdar Commissioner shall have joint and several
continuing jurisdiction in respect to contract penhance in regard to listing all employment operingth
the Connecticut State Employment Service.
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Executive Order No. 7C

This Contract is subject to Executive Order No. 7C of Governor M.
Jodi Rell, promulgated on July 13, 2006.  The Parties to this
Contract, as part of the consideration hereof, agree that:

a. The State Contracting Standards Board (“Board”) may review this
contract and recommend to the state contracting agency termination of
this contract for cause. The State contracting agency shall consider the
recommendations and act as required or permitted in accordance with the
contract and applicable law. The Board shall provide the results of its
review, together with its recommendations, to the state contracting agency
and any other affected party in accordance with the notice provisions in
the contract not later than fifteen (15) days after the Board finalizes its
recommendation. For the purposes of this Section, “for cause” means:

(1) A violation of the State Ethics Code (Chapter 10 of the general
statutes) or section 4a-100 of the general statutes or

(2) Wanton or reckless disregard of any state contracting and
procurement process by any person substantially involved in such contract
or state contracting agency.

b. For purposes of this Section, “contract” shall not include real
property transactions involving less than a fee simple interest or financial
assistance comprised of state or federal funds, the form of which may
include but is not limited to grants, loans, loan guarantees, and
participation interests in loans, equity investments and tax credit
programs. Notwithstanding the foregoing, the Board shall not have any
authority to recommend the termination of a contract for the sale or
purchase of a fee simple interest in real property following transfer of title.

c. Notwithstanding the contract value listed in sections 4-250 and 4-
252 of the Connecticut General Statutes and section 8 of Executive Order
Number 1, all State Contracts between state agencies and private entities
with a value of $50,000 (fifty thousand dollars) or more in a calendar or
fiscal year shall comply with the gift and campaign contribution
certification requirements of section 4-252 of the Connecticut General
Statutes and section 8 of Executive Order Number 1. For purposes of this
section, the term “certification” shall include the campaign contribution and
annual gift affidavits required by section 8 of Executive Order Number 1.
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Flooring Project
318 Mountain Road Newington

SUMMARY
A. The nature of this project requires the work of various trades including but not limited to: Demolition, Carpentry,

and related trades as may be required to complete the project. The Contractor shall provide the services of any
and all trades as may be required to complete the work. All such costs shall be included in the Contractor's bid.
The contractor will provide all labor and materials to: removal and safe storage of and returning in place all
furnishings, removal and disposal of existing flooring, preparation of subflooring as needed, modification of
doors and installation of new flooring as per the specifications including all needed, underlayment, molding,
ADA transitions and other items required for installation as per the manufacturer’s instructions.

a. All work will be during normal working hours and scheduled in advance with the Maintenance

Supervisor on site.

b. Site safety and security precautions must be strictly adhered to at all work sites.

c. No tools or chemical products are to be left unattended at any time.

d. The worksite will be maintained free of all debris, nails and trash at all times.

Vinyl Plank Flooring
I. General

These installation specifications are for all fully adhered installations of Nature’'s Paths luxury floors. All
recommendations are based on the most recent available information. All instructions and recommendations must be
followed for a satisfactory installation.

Products
1. Mannington Nature’s Path 6"x36” Plank Flooring-color to be chosen by Agency
2. Mannington V-82 or V-95 Adhesive.
3. Halex Accuply Underlayment Panel

1. The floor covering, adhesive, and room temperature must be kept within a temperature range of 65F to 100F for at
least 48 hours before, and 48 hours after, installation.

2. Install Nature’s Paths only after the job site has been cleaned and cleared of other trade apparatus that may damage
a finished installation.

3. Always check the cartons to insure the pattern number is correct and that the shade and lot numbers are the same
on all cartons. To minimize shade variation, mix and install pieces from several different cartons.

4. All subfloor/underlayment patching must be done with a non-shrinking, water-resistant Portland cement patching
compound, such as Mannington MVP-2023.

5. Never install Mannington resilient products over residual asphalt-type (cut back) adhesive. It can bleed through the
new floor covering. Residual asphalt-type adhesive must be thoroughly removed or covered with underlayment panel
as specified or Mannington latex underlayment.

6. Nature’s Paths luxury floors are to be adhered with Mannington Commercial V-82 or V-95 adhesive.
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1. Subfloor Information

Careful and correct preparation of the subfloor is a major part of a satisfactory resilient floor covering installation.
Roughness or unevenness of the subfloor will telegraph through the new floor covering, resulting in an unsightly
surface and excessive wear on high spots. Proper subfloor preparation and suitable underlayment installation are
essential for a trouble-free job.

A. Wood Subfloors

1. GENERAL

All wood floors must be suspended at least 18" above the ground. Adequate cross-ventilation must be provided and the
ground surface of a crawl space must be covered with a suitable vapor barrier. Wood subfloors directly on concrete or
installed over sleeper construction are not satisfactory for the installation of Mannington Commercial flooring products.
Wood subfloors must be covered with a minimum 1 4" or heavier “Halex Accuply” (or approved equal) underlayment-
panel to assure a successful finished flooring installation.

2. UNDERLAYMENT

Many times, wood panel subfloors are damaged during the construction process or are not of underlayment grade.
These panels must be covered with “Halex Accuply” or approved equal underlayment. Underlayment panels are
intended to be used to provide a smooth surface on which to adhere the finished floor covering. It must be understood
that underlayment panels cannot correct structural deficiencies. All have inadequate uniformity, poor dimensional
stability, and variable. Only 5/8” AC grade Plywood shall be used for subfloor repairs.

Mannington Commercial will not accept responsibility for adhered installation over these subfloors.

NOTE: In all cases, the underlayment manufacturer o r underlayment installer is responsible for all

underlayment warranties.

3. UNDERLAYMENT REQUIREMENTS
Panels intended to be used as underlayment should be specifically designed for this purpose. These panels should
have a minimum thickness of 1/4". Any panels selected as an underlayment must meet the following criteria:
Be dimensionally stable
Have a smooth, fully sanded face so the graining or texturing will not show through
Be resistant to both static and impact indentation
Be free of any surface components that may cause staining such as plastic fillers, marking inks, sealers, etc.
Be of uniform density, porosity and thickness
Have a written warranty for suitability and performance from the panel manufacturer or have a history of proven
performance

4. UNDERLAYMENT INSTALLATION

Underlayment panels must be laid with the face grain running across the joists. Panels should not be forced together,
but lightly butted and installed with end joints offset at least 16." Place underlayment panels so that joints do not line up
with subfloor joints or fall directly under where a seam in the floor covering will be located.

Fastening of each panel should start at one corner and work diagonally across the face of the panel.

Fasteners throughout the field area of the panel should be staggered no more than 6" apart. Fasteners around the
perimeter should be no more than 4" apart and 3/8" inches in from the edge of the panel.

Appropriate fasteners should be used, and must be flush or set slightly below the surface of the underlayment.

Any unevenness at joints between panels must be sanded to a level surface. Gaps between panels, hammer
indentations, and all other surface irregularities must be patched with Mannington 2023 Underlayment or equivalent.
CAUTION: Some types of nails, such as common steel nails, cement coated, or some resin or

rosin coated nails, may cause a discoloration of the vinyl floor covering. Use only non-staining

fasteners with underlayment panels. The procedure of gluing and screwing underlayment panels is

not recommended. Solvent-based construction adhesives are known to stain vinyl floor coverings.

All responsibility for discoloration problems caused by fastener staining or the use of construction

adhesive rests with the underlayment installer.
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B. Concrete Subfloors
1. Concrete subfloors must be dry, smooth, and free from dust, solvent, paint, wax, grease, oil, asphalt sealing
compounds and other extraneous materials. The surface must be hard and dense, and free from powder or flaking.

2. New concrete slabs must be thoroughly dry (at least six weeks) and completely cured. Curing agents, surface
hardeners and other additives may cause adhesive bonding failure. These should be removed by sanding or grinding.

3. All concrete slabs must be checked for moisture before installing material. Details for moisture testing can be found
in the Residential Resilient section of this handbook.
The final responsibility for determining if the concrete is dry enough for installation of the flooring lies with the floor
covering installer. Nature's Paths Luxury Floors must never be installed where excessive moisture emissions may exist.
Moisture emission from subfloor cannot exceed 3 Ibs. per 1,000 sq. ft. per 24 hours, as measured with the calcium
chloride test.

Mannington will not assume responsibility for floor covering failure due to hydrostatic pressure or moisture vapor

emission.

4. Holes, grooves, expansion joints and other depressions must be filled with Mannington 2023 Latex Underlayment (or
equivalent), and trowelled smooth and feathered even with the surrounding surface.

5. Concrete floors with a radiant heating system are satisfactory, provided the temperature of the floor does not exceed

90F at any point. Before installing the flooring, the heating system should be turned on to eliminate residual moisture.

C. To achieve maximum product performance, Nature’s Paths floors should not be installed over existing resilient floor
coverings.
In the rare cases where removal of the existing resilient floor covering is not an option, the existing flooring must be
covered with MANNINGTON MVP 2023, used as an Embossing Leveler, or other appropriate porous underlayment.

Recommended Work Practices for Removal of Resilient Floor Coverings

ASBESTOS WARNING: Do not sand, dry sweep, dry scrape, drill, saw, bead-blast, or
mechanically chip or pulverize existing resilient flooring, backing, lining felt, paint, asphaltic
“cutback” adhesives, or other adhesives. These products may contain asbestos fibers or
crystalline silica. Avoid creating dust. Inhalation of such dust is a cancer and respiratory tract hazard.
Smoking by individuals exposed to asbestos fibers greatly increases the risk of serious bodily
harm. Unless positively certain that the product is a non-asbestos-containing material, you must
presume it contains asbestos. Regulations may require that the material be tested to determine
asbestos content. The Resilient Floor Covering Institute (RFCI) document “Recommended Work
Practices for Removal of Resilient Floor Coverings” should be consulted for a defined set of
instructions addressed to the task of removing all resilient floor covering structures.

1. Installation

A. Plank Layout

It is also important to balance the layout of the plank format. Proper planning and layout will prevent narrow plank
widths at wall junctures. Determine layout to prevent having less than one-half plank width or very short length pieces.
As with all plank products, lay the long dimension of the plank parallel to the long dimension of the work area.
Accurately measure the room to determine the centerline, adjust this established line to accommodate a balanced
layout, and then transpose this line to a comfortable width away from the starting wall (approximately 2' to 3' wide).
Apply the adhesive in this area and begin installing planks.

B. Adhesive Application

Mannington Commercial V-82 or V-95 adhesive is required for adhering Nature’s Paths to all approved substrates.
Apply the V-82 adhesive with a 1/16" wide, 1/32" deep, 1/32" apart-notched trowel. Begin applying adhesive at the pre-
determined chalk lines, working in two to three foot increments and working towards an exit of the room.

The V-82 adhesive has a thirty-minute working time. Do not apply more adhesive than can be covered in this time. Set
Nature’s Paths into the wet adhesive, and never work directly on top of the freshly installed product.

Roll each installed section of flooring with a three-section 100 pound floor roller.

Mannington Commercial V-95 two-part epoxy adhesive is used over non-porous substrates or where high performance
adhesive is required. Apply the adhesive with a 1/16" wide, 1/32" deep, 1/32" apart notched trowel.

Begin applying adhesive at the pre-determined chalk lines, working in two to three foot increments and working toward
an exit of the room. The V-95 adhesive should be provided a 30 to 40 minute open time. Set Nature’s Paths into the
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wet adhesive, and never work directly on top of the freshly installed product. Immediately roll each installed section of
flooring with a three-section 100-pound floor roller. Wait approximately one hour and then re-roll the installed sections.
Do not permit V-95 to dry on the surface of the flooring.

C. Plank Installation

After the appropriate adhesive has been applied, begin laying planks along the designated starting line, working back to
the starting wall. Planks ends should be staggered in a random manner so as to avoid clustering the end joints. Varying
the length of the starting planks can assure sufficient stagger of end joints. End joints should be staggered by at least
4", Pay particular attention to the randomness of the plank layout; avoid establishing a repeating pattern. Continue
installing the planks in a random fashion, and complete each area before beginning the next. If required, use a kneeling
board to avoid walking on freshly installed planks.

D. Cutting and Fitting Border Planks
Nature’s Paths luxury floors can be cut with a large tile cutter, or by using the score and snap technique. Direct or
pattern scribe the tiles to fit into complicated, irregular walls or pipes, etc.

E. Finishing the Job

Nature’s Paths luxury floors must be rolled with a minimum 100-pound, three-section floor roller imnmediately after
installation. Roll the flooring in both directions to firmly seat the tile into the adhesive.

Cover all exposed edges. Use wood molding or vinyl cove base along all walls, cabinet toe-kicks, etc. Use transition
strips in doorways or where new flooring joins another floor covering. Caulk along tubs, toilet bowls, etc. Do not wash
the floor for 48 hours after installation. After 48 hours, damp mop to remove residual surface dirt. Follow appropriate
maintenance schedule for Nature’'s Path™ luxury floors.

F. Provide and install vinyl base

Products;
1. Johnsonite 1/8" Rolls or approved equal. Color will be chosen by the Agency.
2. Johnsonite 960 Acrylic Cove Base Adhesive

IV. Replacing Nature’s Paths Tiles and Planks

Although the wear surface of Nature’'s Paths plank and tile is durable, it is not bulletproof. Should an accident occur that
damages the surface of the product, a simple repair procedure exists. The key to this process is having ample material
available to replace the damaged area(s). This should be considered when placing the original order. Extra tiles and
planks should be wrapped in their packaging, and stored in an interior, climate-controlled location.

To remove a tile or plank, gently heat with a hot air blower to allow the material to become more flexible. Insert a thin 2”
putty knife in the seam and gently lift up. Be careful not to damage the surrounding flooring. Remove the damaged tile
or plank from the floor. When removing a tile, pay attention to the orientation of the embossed arrow on the back of the
damaged piece so that the new tile can be installed in the same direction. Using a 1/32” notched trowel, apply a thin
coating of V-82 to the back of the replacement piece. You must consider the thickness of the residual adhesive layer
when determining the appropriate adhesive application to there placement piece. Too much adhesive will cause the
replacement flooring to be higher than the surrounding tile or plank. Provide sufficient open time (typically 15 minutes)
and then position the tile or plank into the repair area. Roll evenly with a hand roller and, if necessary, weight the tile or
plank for several hours until the adhesive sets.

V. Cautions and Miscellaneous
A. Furniture should be moved onto the newly installed floor using an appliance hand truck over hardboard
runways.

B. Do not place heavy items on newly installed floor covering for at least 24 hours after completion of the installation.
Heavy furniture should be equipped with suitable non-staining, wide-bearing casters.

C. Floor covering subjected to excessive heat and light exposure is subject to thermal degradation. Use appropriate
precautions to minimize potential effects on the floor covering.

D. Oil- or petroleum-based products can result in surface staining. Do not track asphalt driveway sealer or automobile
oil drips onto the vinyl floor covering.
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E. Use non-staining walk off mats. Rubber can discolor resilient floor coverings.
G. Extra Materials;
1. 10% Shelf Stock of Nature’s Path™ luxury flooring & adhesive.

End of Section
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CERAMIC TILE
KITCHEN

1. Removal and proper disposal of existing flooring system, mastics, and adhesives down to wood subfloor.
2. Install new 1/2" cementitious underlayment (i.e. Wonderboard).
3. Install 12" X 12” ceramic tile

4. Epoxy grout shall be used according to the specifications below. Apply sealant if recommended by
manufacturer in this application.

A 5-year warranty for material and 1-year warranty for workmanship shall be provided.
All work shall be completed in accordance with manufacturer’s specifications.

Contractor responsible for accommodations to this scope of work, including but not limited to undercutting doors, if
required, resetting door thresholds, resetting floor drains.

10% of tile and sufficient grout shall be given to facility as attic stock.
PART 1 GENERAL

11 SECTION INCLUDES
A. Tile Pattern: Standard Square.

1.2 PERFORMANCE REQUIREMENTS
A. Static Coefficient of Friction: Tile on walkway surfaces shall be provided with the following values as
determined by testing in conformance with ASTM C 1028.
1. Level Surfaces: Minimum of 0.6 (Wet).

13 SUBMITTALS

A. Plan Drawings: Indicate tile layout, patterns, color arrangement, perimeter conditions, junctions with
dissimilar materials, control and expansion joints, thresholds, ceramic accessories, and setting details.

B. Maintenance Data: Include recommended cleaning methods, cleaning materials, stain removal methods,
and polishes and waxes.

14 QUALITY ASSURANCE
A. Installer Qualifications: Company specializing in performing the work of this section.
B. Single Source Responsibility:
1. Obtain each type and color of tile from a single source.

15 DELIVERY, STORAGE, AND HANDLING

A. Deliver and store products in manufacturer's unopened packaging until ready for installation.
B. Protect adhesives and liquid additives from freezing or overheating in accordance with manufacturer's
instructions.

C. Store tile and setting materials on elevated platforms, under cover and in a dry location and protect from
contamination, dampness, freezing or overheating.

1.6 ENVIRONMENTAL REQUIREMENTS
A. Do not install adhesives in an unventilated environment.
B. Maintain ambient and substrate temperature of 50 degrees F (10 degrees C) during installation of mortar
materials.
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1.7 EXTRA MATERIALS
A. 10% Shelf Stock

PART 2 PRODUCTS

2.1 MANUFACTURERS

A. Acceptable Manufacturer: Daltile Corporation, or approved equal, which is located at: 7834 C.F. Hawn
Fwy. P. O. Box 170130 ; Dallas, TX 75217; Tel: 800-933-TILE; Tel: 214-309-4535; Fax: 214-309-4584;
B. Substitutions: Must be submitted for approval to Plant Facilities Engineer 14 business days prior to bid
opening.
2.2 TILE
A. General: Provide tile that complies with ANSI A137.1 for types, compositions and other characteristics

indicated. Provide tile in the locations and of the types colors and pattern indicated on the Drawings and
identified in the Schedule Tile shall also be provided in accordance with the following:

1. Factory Blending: For tile exhibiting color variations within the ranges selected under Submittal of
samples, blend tile in the factory and package so tile taken from one package shows the same
range of colors as those taken from other packages.

2. Mounting: For factory-mounted tile, provide back or edge mounted tile assemblies as standard
with the manufacturer, unless otherwise specified.

3. Factory Applied Temporary Protective Coatings: Where indicated under tile type, protect exposed
surfaces of tile against adherence of mortar and grout by pre-coating with a continuous film of
petroleum paraffin wax applied hot. Do not coat unexposed tile surfaces.

2.3 PRODUCT:
Daltile Gold Rush Mosaics, textured finish; moisture absorption 3.0 percent or less.
Size and Shape: 12-inch square, nominal.
Edges: Cushioned.
Colors: To be determined by the Agency.
Trim Units: Matching bead, cove, and surface bull nose shapes in sizes coordinated with field tile.
6. Thresholds and Transitions: Provide ADA thresholds/transitions as follows
1. Provide to provide transition between tile surface and adjoining finishes and at the following
locations:
a. At doorways where tile terminates.
b. At open edges of floor tile where adjacent finish is a different height.

agrONPE

24 SETTING MATERIALS
A. LATICRETE Latex Thin Set Mortar as per manufacturers specifications
B. LATICRETE SpecrtaLOCK Pro Grout as per manufacturers specifications
PART 3 EXECUTIONS

3.1 EXAMINATION

A. Verify that sub-floor surfaces are dust-free, and free of substances which would impair bonding of
setting materials to sub-floor surfaces, and are smooth and flat within tolerances specified in ANSI
A137.1.

B. Verify that any concrete sub-floor surfaces are ready for tile installation by testing for moisture emission

rate and alkalinity; obtain instructions if test results are not within limits recommended by tile manufacturer
and setting materials manufacturer.

Verify that required floor-mounted utilities are in correct location.
PREPARATION

Protect surrounding work from damage.

Remove any curing compounds or other contaminates.

Vacuum clean surfaces and damp clean.

Seal substrate surface cracks with filler. Level existing substrate surfaces to acceptable flatness
tolerances.
F. Prepare substrate surfaces for adhesive installation in accordance with adhesive manufacturer's instructions.

3.2

COm>_0
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3.3 INSTALLATION - GENERAL
A. Install tile and grout in accordance with applicable requirements of ANSI A108.1 through A108.13,
manufacturer's instructions, and TCA Handbook recommendations.

B. Lay tile to pattern indicated. Arrange pattern so that a full tile or joint is centered on each wall and that
no tile less than 1/2 width is used. Do not interrupt tile pattern through openings.

C. Cut and fit tile to penetrations through tile, leaving sealant joint space. Form corners and bases neatly.
Align floor joints.

D. Place tile joints uniform in width, subject to variance in tolerance allowed in tile size. Make joints
watertight, without voids, cracks, excess mortar, or excess grout.

E. Form internal angles square and external angles bull nosed.

F. Install ceramic accessories rigidly in prepared openings.

G. Install non-ceramic trim in accordance with manufacturer's instructions.

H. Install thresholds where indicated.

I

. Sound tile after setting. Replace hollow sounding units.
Keep expansion joints free of adhesive or grout. Apply sealant to joints.
Allow tile to set for a minimum of 48 hours prior to grouting.
Grout tile joints. Use standard grout unless otherwise indicated.
Apply Grout sealant to all grout lines.
Apply sealant to junction of tile and dissimilar materials and junction of dissimilar planes.

zZZrRe

34 CLEANING
A. Clean tile and grout surfaces.

3.5 PROTECTION OF FINISHED WORK

A. Do not permit traffic over finished floor surface for 72 hours after installation.
B. Cover floors with kraft paper and protect from dirt and residue from other trades.
C. Where floor will be exposed for prolonged periods cover with plywood or other similar type walkways.

END OF SECTION
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PART 1
1.01 THIS SECTION INCLUDES

A.

BATHROOM(S) RESILIENT SHEET FLOORING
(Slip-Retardant)

GENERAL

Flooring and accessories as listed in schedules and as indicated by the requirements of this section.

1.02 QUALITY ASSURANCE AND REGULATORY REQUIREMENTS

A.

Installer Qualifications; Company specializing in the installation of flooring for minimum period of five (5)
years.

If required, provide types of flooring and accessories supplied by one manufacturer, including leveling and
patching compounds, and adhesives.

If required, provide flooring material to meet the following fire test performance criteria as tested by a
recognized independent testing laboratory:

a. ASTM E 648 Critical Radiant Flux of 0.45 watts per sq. cm. or greater, Class I.
b. ASTM E 662 (Smoke Generation) Maximum Specific Optical Density of 450 or less.

1.03 SUBMITTALS

1.04

A.

Submit manufacturer's technical data, installation and maintenance instructions for flooring and
accessories.

Submit the manufacturer’s standard samples showing the required colors for flooring, welding rods, and
applicable accessories.

ENVIRONMENTAL CONDITIONS

Deliver materials in good condition to the jobsite in the manufacturer's original unopened containers that
bear the name and brand of the manufacturer, project identification, and shipping and handling
instructions.

Store materials in a clean, dry, enclosed space off the ground, and protected from the weather and from
extremes of heat and cold. Protect adhesives from freezing. Store flooring, adhesives and accessories in
the spaces where they will be installed for at least 48 hours before beginning installation.

Maintain a minimum temperature in the spaces to receive the flooring and accessories of 65°F (18°C) and
a maximum temperature of 85°F (29°C) for at least 48 hours before, during, and for not less than 48 hours
after installation. Thereafter, maintain a minimum temperature of 55°F (13°C) in areas where work is
completed. Protect all materials from the direct flow of heat from hot-air registers, radiators, or other
heating fixtures and appliances.

Install flooring and accessories after the other finishing operations, including painting, have been
completed. Close spaces to traffic during the installation of the flooring. Do not install flooring over
concrete slabs until they are sufficiently dry to achieve a bond with the adhesive, in accordance with the
manufacturer's recommended bond and moisture tests.
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PART 2 PRODUCTS
2.01 RESILIENT SHEET FLOORING MATERIALS

A. Provide Mannington Assurance Il -Retardant Vinyl Sheet Flooring or EQUAL APPROVED by the Plant
Facilities Engineer (submitted 14 days prior to bid opening), in color selected by the Agency, 6 ft. 7 in. (2.0
m) wide, having a nominal total thickness of 0.080 in. (2.0 mm), consisting of a nominal 0.020 in. (0.5 mm)
thick. Vinyl sheet flooring shall meet the physical and performance requirements for overall thickness,
residual indentation, flexibility, static load resistance, resistance to chemicals, resistance to heat and
resistance to light of ASTM F 1303.

B. Provide solid color vinyl weld rod supplied by manufacturer, and intended for heat welding of seams. Color
shall be compatible with field color of flooring or as selected by Agency to contrast with field color of
flooring. Color selected from the range currently available from the manufacturer.

C. LATICRETE Contractor Grade water proofing material
2.02 WALL BASE MATERIALS

A. Forintegral flash cove base: Provide integral flash cove wall base by extending sheet flooring 4 in. (10.16
cm) up the wall using adhesive, welding rod, and accessories recommended and approved by the flooring
manufacturer.

2.03 ADHESIVES
A. Provide only manufacturer specified Adhesives.
2.04 ACCESSORIES
A. For patching, smoothing, and leveling subfloors use only manufacturer specified materials.

B. Provide water-resistant silicone caulk for the perimeter of the installation and around drains to seal out
moisture.

C. For sealing joints between the top of wall base or integral cove cap and irregular wall surfaces such as
masonry, provide water-resistant silicone caulk applied according to the manufacturer's recommendations.

D. Provide a fillet support strip for integral cove base with a minimum radius of 1 in. (2.54 cm) of wood or
plastic.

E. Provide transition/reducing strips tapered to meet abutting materials.

F. Provide metal edge strips of required thickness to protect exposed edges of the flooring. Provide units of maximum
available length to minimize the number of joints. Use butt-type metal edge strips for concealed anchorage, or
overlap-type metal edge strips for exposed anchorage. Unless otherwise shown, provide strips made of extruded
aluminum with a mill finish.

PART 3 EXECUTION
3.01 INSPECTION

A. Examine subfloors prior to installation to determine that surfaces are smooth and free from cracks, holes, ridges,
and other defects that might prevent adhesive bond or impair durability or appearance of the flooring material.
Subflooring is to be removed and replaced as needed.

B. Inspect subfloors prior to installation to determine that surfaces are free from curing, sealing, parting and hardening
compounds; residual adhesives; adhesive removers; and other foreign materials that might prevent adhesive bond.
Visually inspect for evidence of moisture, alkaline salts, carbonation, dusting, mold, or mildew.

C. Report conditions contrary to contract requirements that would prevent a proper installation. Do not proceed with
the installation until unsatisfactory conditions have been corrected.

D. Failure to call attention to defects or imperfections will be construed as acceptance and approval of the subfloor.
Installation indicates acceptance of substrates with regard to conditions existing at the time of installation.
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3.02 PREPARATION

A.

D.

E.

Remove paint, varnish, oils, release agents, sealers, and waxes. Remove residual adhesives as recommended by
the flooring manufacturer. Remove curing and hardening compounds not compatible with the adhesives used, as
indicated by a bond test or by the compound manufacturer's recommendations for flooring. Avoid organic solvents.

Perform subfloor moisture testing (Relative Humidity In-situ Probe and Calcium Chloride Tests) and Bond Tests as
required by the manufacturer to determine if surfaces are dry; free of curing and hardening compounds, old
adhesive and other coatings; and ready to receive flooring.

Vacuum or broom-clean surfaces to be covered immediately before the application of flooring. Make subfloor free
from dust, dirt, grease, and all foreign materials.

Install LATICRETE Contractor Grade water proofing material as per manufacturers instructions to substrate and on
all walls to a height of 4” above floor grade.

Contractor will cut any doors and install door sweeps as may be required.

3.03 INSTALLATION OF SHEET FLOORING

Install flooring in strict accordance with the latest edition of the manufacturer’s instructions.

Install flooring wall to wall before the installation of floor-set cabinets, casework, furniture, equipment, movable
partitions, etc. Extend flooring into toe spaces, door recesses, closets, and similar openings.

If required, install flooring on pan-type floor access covers. Maintain continuity of color and pattern within pieces of
flooring installed on these covers. Adhere flooring to the subfloor around covers and to covers.

Scribe, cut, and fit or flash cove to permanent fixtures, columns, walls, partitions, pipes, outlets, and built-in
furniture and cabinets.

Adhere flooring to the subfloor without cracks, voids, raising and puckering at the seams. Roll with a 100-pound
(45.36 kilogram) roller in the field areas. Hand-roll flooring at the perimeter and the seams to assure adhesion.
Refer to specific rolling instructions of the flooring manufacturer.

Lay flooring to provide a minimum number of seams. Avoid cross seams, filler pieces, and strips. Match edges for
color shading and pattern at the seams in compliance with the manufacturer's recommendations.

Install flooring with adhesives, tools, and procedures in strict accordance with the manufacturer's written
instructions. Observe the recommended adhesive trowel notching, open times, and working times.

Prepare heat-welded seams with special routing tool supplied for this purpose and heat weld with vinyl welding rod
in seams. Use methods and sequence of work in conformance with written instructions of the flooring
manufacturer. Finish all seams flush and free from voids, recesses, and raised areas.

3.04 INSTALLATION OF ACCESSORIES

A.

D.

Apply top set wall base to walls, columns, casework, and other permanent fixtures in areas where top-set base is
required. Install base in lengths as long as practical, with inside corners fabricated from base materials that are
mitered or coped. Tightly bond base to vertical substrate with continuous contact at horizontal and vertical surfaces.

Apply a water-resistant silicone caulk at the perimeter of the flooring and around drains.

Fill voids with water-resistant silicone caulk along the top edge of the resilient wall base or integral cove cap on
masonry surfaces or other similar irregular substrates.

Apply overlap metal edge strips where at doorways, before flooring installation. Secure units to the substrate,
complying with the edge strip manufacturer's recommendations.

3.05 CLEANING AND PROTECTION

A.
B.

Perform initial maintenance according to the latest edition of manufacturer’s instructions.

Protect installed flooring as recommended by the flooring manufacturer against damage from rolling loads, other
trades, or the placement of fixtures and furnishings.

END OF SECTION
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Mannington Works. nature's paths plank =

nature's paths plank:

Sl 3" 138" [78.2 mm x 9145 mm)
A" %347 (1015 mmx 145 mm)
&' = 38" 525 mn = F145 mmj
Thickness: 100" (205 mm) Cversll /020
W51 ) Wearlsysr
Static Load Limit; 750 psi.
ASTM Specification (1700} Class 3, Type B
HUDYFHA Requirements: Exceads
Floering Radlant Pansal Test (ASTM E-248)
2 45 watts/tm?, Passes - Class |
MBS, Smoke Chambar Test (ASTM E-£42):
= 450 Passas
Inetallation Adhesive
Mannington Commercial ¥-02 (Porous) Full Spreacl
Manningten Commearcial V-95 (Mon-Porous) Full Spread
{Must usa V=75 for heay rolling loeds and hospitals)
Warranty:
Lirnited 10-Year Commercial Wamanty
Linited =Year Quantum Guard HP Finish Wamanty

hesitage windsor oak windnor ook windsor oark
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natural antique naturel weathered ratural
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product benefits

& Imparts the grandeur and beauty of natursl matsrials with imaging, texturing and finishing

B Can be transformed into countless custom designs

® Features Ouantum Guard™ HP, Manningtons patentze high performance weardayer with urethans aluminum sdde topooat
cured by & UV procsss which can sliminats the nesd for polish aver an extended penod of imes depending upon the amount of
commercial raffic
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MQ“ il Q m 3K 28" Plank (3W], 4" M 38" Plank (W) 4" M 32" Plank i5W)

gty

patent 6,218,001 and 84,291,078 luzury vinyl plank | 9
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V- 95 Adhesive

Description:

V-95 is solvent-free, two-component, polyurethane adhesive for high-performance indoor installations, of
Mannington Commercial BioSpee, LifeLines II, Mannington Assurance II, Realities, Primus, Nature's
Path, Nature’s Path Select and Mannington Assurance LV flooring produets. V-95 has good resistance to
humidity, water, weather, and heat was well as outstanding adhesion and elasticity at low temperatures.
You may use V-95 on all approved wood underlayments and on-, above-. or below-grade fully cured
concrete substrates, V-95 must also be used when installing Mannington Commercial BioSpec, LifeLines
II, Mannington Assurance II, Realities, Primus, Nature's Path, Nature’s Path Select and Mannington
Assurance LV over nonporous substrates or in areas subject to standing water, topical moisture, or where
heavy rolling loads are expected (i.e.. entryways, around floor drains, spas, saunas, or on ramps).

Features:

Easy application

VOC compliant / solvent free / low odor
Moisture and alkali resistant
Non-flammable

Readily identifiable Mylar chips
Contains fungicide protection

Complies with SCAQMD Rule 1168

Directions:

Make sure the underfloor is clean and free of all foreign matter such as dirt, pamnt, oil, wax, ete. It must
be smooth and level. Sand off any high spots and fill low spots, cracks, holes, etc., with the appropriate
Mannington patching compound. The building must have permanent heat / air. Maintain the adhesive,
floor covering, and jobsite at a minimum temperature of 65°F and a maximum temperature of 90° for at
least 48 hours before, during, and after the installation.

Pour all of the “Part B” bottle into the pail containing “Part A” while slowly mixing with a low-
speed drill mixer (300 RPM or less), until a smooth consistency is obtained. V-85 adhesive should be
applied with a trowel having notches 1/16 wide, 1/32 deep, and spaced 1/32 apart. The adhesive must be
spread over 100% of the exposed subfloor, leaving no gaps or puddles. Uniform coverage can be
maintained by keeping the trowel clean and properly notched. Do not spread more adhesive than can be
covered within 45 minutes.

Note: The floor temperature directly affects the setting time. The warmer it gets the faster the
adhesive sets.



Wait 30-45 minutes, and then install the flooring material into the adhesive while still fresh. Proper
adhesive transfer to the backing should be confirmed periodically by lifting the material. Roll the floor
covering across the width and length with a 100 Ib three-section floor roller to break down adhesive
ridges and ensure removal of entrapped air. Wait 1-2 hours and then repeat the rolling procedure to
ensure complete removwal of all entrapped air.

Note: The instant grab of V-85 is low, so it is sometimes required to apply weights, particularly on
the seams, to maintain contact until the adhesive sets (16-24 hours).

The material should be ready for light traffic in 12 hours, regular traffic in 24 hours. If you must walk on
the floor before this time lay plywood boards across the material to disperse the load. Wait at least 72
before allowing heavy traffic on the floor.

CAUTION: It is impossible to remove V-85 when dry. You can remove fresh adhesive with
mineral spirits.

Coverage:  Approximately 185-245 sq ft per gallon.
Packaging: 1-Gallon Pail #840885
Precautions:

Use with adequate ventilation.

Do not use where excessive moisture, alkali, or hydrostatic pressure exists.
Do not apply directly over gypsum-based surfaces.

Prevent prolonged breathing of vapor and skin contact.

Do not ingest.

Avoid contact with eyes

KEEP OUT OF THE REACH OF CHILDEEN.

V-035pec / KP 5/22/08

49



oold rush”

Sizes

16" z 16" Ficd Tik-
(Meminad 15%78" z 15-7/8%)
(Mominal 4503 cm x 403 cm)

16" Thide
Square fers per cartn: 16

Micers per caron: 9

12" x 127 FlocdWall FizH Ti:
(Meminal 1113167 = 11-1%167
(Mominal 200 o x 200 cm)
w16 Thide

Equarc feor per carmon: 11

Micers per caron: 11

6"z 12" Flood Wall Ficld Tile
(Meminal %13 15" = 11- 13167
(Meminal 14.8 cm x 300 cm)
w16 Thide

Square fert per cartmn: 11
Picers per cartan: 22

12"z 6" Flose Triangle Border
(Meminal 10347 2 5= HE")
(Mominal 27.3 cm x 14.2 cm)
16" Thide

Micces per carton: 10

&z 12" Fluce Dlcrnrative Bocder
(Meminal 108" 2 11- W5
(Meminal 157 cm x 2906 cm)
%16 Thide

Picera per cartn: 18

5"z 67 FloonWall Fidd Tile:
(Mominal %13 18" x =13 167
(Memina 14.8 cm oz 14.8 cm)
16" Thide

Squarc fror per carmon: 11
Miecer peer carmmn: di

Grour joine pocemmendacion: Flose-1147,
Wall-1e

oold rush’

AN

L

8 x 10 Wall Ficld Tile#
Mominal 7-708" £ 97027
Meminal 200 em x 29.1 em)
AiL6" Thick

Square Fox per camen: 11
Ficera per carcen: 20

8" z 10" Wall Deconcivs Tile®
Momiral 7-7/ 8" 2 27087
Momiral 200 cmx 251 em)
416" Thick

Ticera per camen: 20

3" :3"m.ﬂncmr3nip
(Momiml 318" £ 7-131167)
{Momiral 8.1 cmz 19.8 cm]
416" Thick

Ticcra per caen: 10

8" & Diecorative Tilck#*
(Momiml &13167 2 13167
{Momiral 14.8 cm x 142 cm)
416" Thick

Peern per caren: 10

6" x 5" Hoor Dicccestive Comer
(Momiml &1/8" z &1}
Momiral 157 cmx 157 cm)
416" Thick

Pieern per caren: 10

® (iCelan 4100, 1302, £07 snd
4208 cnby)

®% (Colan 4200, 4301, 4202 and
4203 enby)

shade verighon: | Medur]
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S

&
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(Nomiral 1-1%16" = 1-1%167 Resdantial Light Commerdol
Momiral 42 cm z 4.9 cm) Commardo
144" Thick ¥ X X
1' 22" dot-mounicd sheon T T Fi
Ghezn per cnon: 12 i X X
Square feax per caman: 24
Gircrut juint dwioe: 176 Doclepimhas X ¥ L

Focl Linings* X X X
Trim * Suirshle far peal linings in non-frecring dimare only:

Type Mumber Siz

Surface Bullnose/ Corner

Test Results [

T D ASTMz  Resulr
[:l Waker Absorpion C373 FEEY
E: 5:5-&96 an, 2 Breaking Sirergh CEdB =250 Ibs
Scrolch Hardnes: oH'S 2
Chemical Beslslance  CE50 Raaslsiont
Cocffident of Frictien 1022 ‘Wt =0.80
Cry: =070
ek e o el e e it T4
g, Ear appiianian ok expaar ra che somaliioes
To wiew the mmmtr:'m IH...I'.I:‘?;TM
collection of Diakiile® produces, nf's':Il'
wisic our websics ar
wwew.daltile com.

T&34 C. FE Hawn Feeway ‘

Diallas, Texas 74217

214-398-1411 BOD-233-TILE HR

PR daltile
Residenfial Light Commercial

Commarcial

Flors X X it

Wals** X X X

Counlers X X X

Backplashes X X X

Fuool Linings* X X X

Srirshle Far earerior walls Ln..non-&lun: dimuser whan Wrm..u.m

matheods ar follownd Applicd wary fox

= iulﬂ:fnrwﬂhnupmm&-wdmlmmlp
== Wall cla puitabla for wall wa cnky.
 Whan ocdered with abeadvs camne {127 x 127 cakyl.

Tast Results

Floor ASTM= Resuir

‘Waoter absorplion [F] 3. 0%

Braaking Srangh [T »250 ke

Scraich Hordneas wH' [

Chenloal Raslsloncs CE&a0 Radzhan

Cosalticlent of Friclon C1038 Wal: 2050
Ory: =075

BErazkn Feclilance  To0) TORASr [Blo00, So0E, faus

5207 & 5208

[A5201

Abrasion Resistance Application Clssifications

15G 10545-T

[ g masdwaa [E] rivavy Bmidwsd
5] Ech Commesl ey Cormrmrciel
** Camplior wich ADA moommandicion for sconmible rouss whan ardamd with

sbraare conen (127 z 127 anky).

Sumdrey noowr el ke cenmmearer: crene i ppey semdirion: for any ke nesiee
fiear mearariad Ta avaid injurie, _rbwwfwwwqunrm ® rhev cemdiion

;:u“:::uﬁw mﬁA.I'-‘SI'AI?ﬁ! T e
Trim
Typs MNumber Sze
Bullmose
[:j P4£40 £y &0
& P4512 £ 12"
D c::] PCAEET &Y x &1
P43CE FEAFS
Q g 54389 3k
SH43EFY  "ma"
Quarter Eeund
A108 1% x @1
df/jj! o ME08 1"x 1"
Coumnter/Chair Rail
26CRHN x4t
I: 03 23CRC "x 3"

® Colon §200, $20Z, S207 snd 5204 caly

Maintenan<e: Foutine mainesnance will kesp your tile ooking new
for y=ars 1o come. Under normal simations, che tile can be cleaned using
dear warer with a nasmal rile claaner. Ay fallow.ap with a rins: of
dear warer. Mo waxes or ssalers are recommendsd for this product.
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